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Ci-OPAY 

folding doors 

. . . America’s complete line of folding 
closures — Custom Magic-Fold, engi¬ 
neered for commercial and institu¬ 
tional installations, Magic-Fold Regal 
and Magic-Fold Princess for commer¬ 
cial and residential applications, Wal- 
Dor for office and residential installa¬ 
tions. Budget priced Clopay Steelite 
folding doors are also available, but 
not described in this catalog. Write to 
Clopay Corporation or contact your 
distributor for Steelite catalog. 


lOO years 
of service 

Clopay folding doors are produced 
by a company which is celebrating its 
100th anniversary—100 years of serv¬ 
ice to the building and merchandising 
fields. 

Clopay has established its reputa¬ 
tion by providing outstanding value. 
The 1960 line of Clopay folding doors 
—from de luxe Clopay Custom Magic- 
Fold to budget priced Clopay Steelite 
is the finest and most diversified in 
the firm’s history. All Clopay folding 
doors are guaranteed for one year 
against defects in material and/or 
workmanship. When you specify 
Clopay doors, you can specify with 
confidence. 
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deluxe heavy duty door for commercial , 
institutional and residential installations. 
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FOLDING DOORS 


HEAVY GAUGE VINYL COVERS —Fabricated of embossed virgin vinyl, produced by 
the General Tire and Rubber Company, is fade proof, moisture and mildew resistant 
and flame resistant, meeting ASTM Specification D-1593-58. Volutes of the folds are 
pre-pleated to assure permanence and uniformity of appearance. Laboratory flex-tests 
of over 400,000 cycles (at room temperature) have proved this material able to 
withstand years of constant use. 

PATENTED SOLID CORE PANELS— Durable Masonite acoustical panels are warp 
resistant, maintain rigidity, provide a luxurious appearance . . . solid core construction 
reduces sound transmission, aids greatly in temperature control between rooms. 

SIZES —Available from 2'/0" wide to 25'/0" wide and up to 16'/0" in height in 
single door applications. Openings wider than 25' can be accommodated with bi-parting, 
center opening pairs of doors. Panel width for all size openings is just Stack back 

equals width of door in inches divided by eight, plus 2 


MINIMUM STACK BACK— The Clopay pat¬ 
ented construction provides minimum stack 
back for more walk through area, simplifies 
design of installation. Recessed applications 
afforded easily and economically. Panel width 
is only 4*4" wide . . . eliminating unattractive 
“sticking out” beyond standard door jambs. 

COLOR SELECTION —Choice of 12 decorator 
colors: Antique White, Goldenrod, Warm 
Coral, Sierra Brown, Champagne Beige, Pep¬ 
per Red, Pine Forest Green, Mist Grey, Blush¬ 
ing Pink, Parchment Ivory, Smoke Grey, Clay 
Beige. See page 5 for reproduction of colors. 

PANTOGRAPHIC ACTION — Silent, trouble- 
free top mounted panel spacing and limiting 
device guarantees even folding, fingertip con¬ 
trol . . . prevents overextension in extra wide 
openings. Fabricated of 12 gauge rust-proof 
steel. 


HANDLES— Standard handle includes MF-2 
thumb latch assembly with high impact poly¬ 
styrene tear-drop handle and backing plate, 
magnetic catch, fingerlocking from either side 
of door. Key lock MF-3, optional accessory, 
provides maximum security. MF-3 factory in¬ 
stalled or can be installed in field. 
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TRACK —Rust-resistant, roll formed heavy weight “U” beam, 
fabricated of 18 gauge steel, finished in silver grey hammertone 
baked enamel. Lubricant furnished with doors. Track can be 
mounted either exposed or concealed (optional) in recessed 
channel. Recessed channel designed to accommodate acoustical 
tile or plaster finished ceiling. 

CORNICES —Pair of matching vinyl covered, decorative and 
acoustical Masonite cornices furnished as standard equipment to 
conceal track, reduce sound transmission over top of door. 

LEADING EDGE —Rigid leading edge formed of extruded alumi¬ 
num, inherently rust proof, insures maximum strength and long 
life. Extruded soft vinyl bumper strip is offset to intermesh for 
snug fit when doors are paired. Leading edge bumper provides 
maximum privacy, protects woodwork and plaster and cushions 
door slam. 


GLIDE WHEELS — Fabricated of Du¬ 
Pont nylon with steel bushed swivel 
mount to eliminate track bind. De¬ 
signed to roll smoothly on precision 
engineered track. Leading edge is sup¬ 
ported by a double set of roller wheels 
free to pivot unilaterally preventing 
track bind and providing maximum ease 
of operation. 




SIZE FOR ANY OPENING —Clopay Custom Magic-Fold folding 
doors can be furnished to fit any opening wfidth, as single door 
up to 25' wide, center opening pairs or series of openings up to 
50' wide and opening height up to 16'. Doors can be equipped 
with two, three or four-way meeting posts for doors intersecting 
at right angles, dividing large areas into multiple small rooms. 


Two way meeting post, 
right-hand opening 


Two way meeting post, 
left-hand opening 
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optional accessories 


typical track installations 



Recessed track 
without channel 
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Recessed track 
with channel 
(optional) 


PUSH-PULL BAR —Optional equip¬ 
ment. Satin finish aluminum, pendulum 
handle to ease opening and closing of 
extra high and/or large doors. Single 
bar required equipment on all doors 
over 8' high and/or 90 square feet of 
total door area. Double push-pull bars 
optional. 



DOUBLE LEADING EDGE — Consists 
of lead edge assembly on both ends of 
doors for right and left hand opening 
or where series of doors are required. 
No jamb anchor flap. Optional 
equipment. 


FOOT BOLT —Optional equipment. In¬ 
stalled on meeting post or lead edge of 
door. Prevents movement or lateral 
sway of meeting post or leading edge. 
Surface mounted at factory or field 
installable. (Not illustrated) 


SWEEP STRIP —Optional bottom 
mounted skirt to meet floor surface 
where maximum sound reduction re¬ 
quired. Factory installed only and can 
be field trimmed for irregular floors. 


MF-3 LOCKING DEVICE —Key lock 
assembly with interchangeable bolt for 
right or left hand openings. Spare key 
furnished. Optional equipment. 




► 



specifications 



GENERAL —Clopay Custom Magic-Fold doors as shown on the 
plans shall be furnished and installed by an authorized repre¬ 
sentative of Clopay Corporation, Cincinnati 14, Ohio. 

DETAILED— Clopay Custom Magic-Fold doors shall be accordion 
type, top supported without floor guide. Doors shall be factory 
assembled and equipped with all necessary hardware and track 
for installation. 

Outer covering shall be non-peeling, color fast virgin vinyl, 
meeting ASTM Specification D-1593-58 for permanent flame resist¬ 
ance, and shall be electronically heat sealed, forming panel 
pockets. Panel inserts shall be fabricated of warp-resistant 


Masonite to provide an acoustical and thermal baffle. 

Panels shall be hinged with a quiet panel spacing and 
aligning pantographic device to provide smooth, positive action 
and to cause all panels to extend and stack equally and simul¬ 
taneously. Pantographic device shall be rust-resistant steel, not 
less than 12 gauge. Glide wheels shall be all nylon construction 
designed for free, quiet operation. Leading edge material shall 
be heavy weight extruded aluminum, inherently rust-proof, top 
supported and operating in track by a four-wheel glide trolley. 

Cornices shall be furnished for both sides of the door opening 
and shall be covered with matching vinyl. All necessary cornice 
hardware shall be included. 
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colors 



Champagne 


Pine Forest 
Green 


Parchment 
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FOLDING DOORS 


for commercial and residential installations. Door features include 
heavy weight vinyl cover, Masonite solid core panel construction 
and nylon glides. Magic-Fold Regal, with pantographic action and 
matching cornice, recommended for openings over 4'/0" wide. 


HEAVY GAUGE VINYL COVERS— Fabricated 
of embossed virgin vinyl, produced by the 
General Tire and Rubber Company, is fade 
proof, moisture and mildew resistant and 
flame resistant, meeting ASTM Specification 
D-1593-58. Volutes of the folds are pre¬ 
pleated to assure permanence and uniformity 
of appearance. Laboratory flex-tests of over 
400,000 cycles (at room temperature) have 
proved this material able to withstand years 
of constant use. 

COLOR SELECTION— Available in nine 
attractive shades: Antique White, Goldenrod, 
Warm Coral, Sierra Brown, Champagne Beige, 
Pepper Red, Pine Forest Green, Mist Grey, 
Blushing Pink. See panel at left for repro¬ 
duction of colors. 

PATENTED SOLID CORE PANELS— Durable 
Masonite acoustical panels are warp resistant, 
maintain rigidity, provide a luxurious appear¬ 
ance . . . solid core construction reduces 
sound transmission, aids greatly in tempera¬ 
ture control between rooms. 


size selector table 


Opening Width 

Number of Folds 

Panel Width 

Stack Back 

24" 

5 

4 Vi" 

4%" 

32 

6 

4% 

43/4 

36 

8 

41/4 

5"/u 

48 

11 

4 y 4 

7 y u 

60 

14 

4% 

8% 

72 

18 

4% 

10’/u 

84 

21 

4>/4 

11% 

96 

24 

4y 4 

13 


Always specify if dry wall or plaster finish opening, 
so proper length screws may be supplied. 


SIZES —Selector table applies to Magic-Fold 
Regal and Princess doors, available in widths 
and heights up to 96 inches in single door 
application. Wide openings, up to 16'/0" in 
width, can be accommodated by center open¬ 
ing pair of doors. For openings requiring a 
door over 96" in height, or door units wider 
than 96" in width, Custom Magic-Fold door 
is required. 

HANDLES — Standard handles 
are fabricated of molded high 
impact polystyrene, tear-drop 
shaped (No. MF-1). 


LATCHES — Right hand latch packed with 
handle assembly MF-1 for standard left hand 
doors. Right hand door furnished with left 
hand latch. Latch for back of door and ex¬ 
tended “double door” latches for center open¬ 
ing installations provided if specified. Latch is 
made of 16 gauge rust proof steel and chrome 
plated. Striker plate, necessary screws and 
set of instructions packed with unit. 

Optional is MF-2 thumb latch handle with 
high impact polystyrene backing plate and 
magnetic catch, factory or field installable on 
Magic-Fold Regal doors. On Magic-Fold 
Princess or center opening pairs of Magic- 
Fold Regal or Princess doors, the MF-2 latch 
must be factory installed. For center opening 
pair of doors, the latch assembly for the meet¬ 
ing door includes the latch receptacle—fac¬ 
tory installed. MF-3 Key lock assembly with 
interchangeable bolt for right or left hand 
openings, with spare key, is optional and can 
be added to MF-2 at factory or is field 
installable. 


Clopay Magic-Fold Princess saves space, 
lends beauty to this home installation. 
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specifications 


GENERAL —Clopay Magic-Fold Regal (or Clopay Magic-Fold 
Princess) doors as shown on the plans shall be furnished by an 
authorized representative of the Clopay Corporation, Cincinnati 
14, Ohio. 

DETAILED —Clopay Magic-Fold Regal (or Clopay Magic-Fold 
Princess) doors shall be accordion type, top supported without 
floor guide. Doors shall be factory assembled and equipped with 
all necessary hardware and track for installation. Outer covering 
shall be heavy weight non-peeling, color fast virgin vinyl, meeting 
ATM Specification D-1593-58 for permanent flame resistance, and 
shall be electronically heat sealed, forming panel pockets. Panel 
inserts shall be fabricated of Masonite to provide an acoustical 
and thermal baffle. 


Rust-resistant galvannealed steel leading edge shall operate 
silently on a glide fabricated of injection molded nylon pivoting 
type to insure bind free alignment with track. 

Track shall be rust-resistant steel, not less than 22 gauge. 

(For Magic-Fold Regal only) Panels shall be hinged with 
quiet panel spacing and aligning pantographic device to provide 
smooth positive action and to cause all panels to extend and stack 
equally and simultaneously. Injection molded nylon panel glides 
shall be of the horizontal rotating type. 

(For Magic-Fold Princess only) The acoustical panel inserts 
shall be concealed and hinged by the vinyl cover, supported by 
injection molded nylon glides. Accordion action, extension and 
spacing of the door will be controlled by inter-action of the 
glide mounted panels. 


Clopay Magic-Fold Regal 
pantographic construction. 


Surface mounted track 
with cornice installed. 

TRACK —External flange mount, “U” beam, roll-formed 22 gauge 
steel with rust proof grey vinylized finish. Factory pre-lubricated 
to insure long life and silent operation. 

CORNICES —Acoustical and decorative cornices are fabricated 
of Masonite core, covered with matching vinyl material. Conceals 
track and retards transmission of sound across top of door. 
Cornice for one side furnished with Magic-Fold Regal doors less 
than 4'/0" wide. Double cornice furnished for both sides of 
Regal doors over 4'/0" wide. Cornices are optional for Magic- 
Fold Princess and for second side of Regal doors less than 
4VO" wide. 

GLIDES —(For Magic-Fold Regal)—Injection molded nylon, hori¬ 
zontally rotated to assure ease of operation and prevent track 
bind. (For Magic-Fold Princess)—Fixed type injection molded 
nylon glides are designed to operate silently and effortlessly. 
Leading edge glide for Magic-Fold Regal and Princess door is 


Clopay Magic-Fold Princess 
glide and track construction. 


Leading edge glide. 

pivoting type to assure bind free alignment with track during 
door operation. 

PANTOGRAPHIC MECHANISM— (Magic-Fold Regal only) — 
Made of 18-gauge, zinc-plated, rust-resistant steel. Designed for 
lifetime of quiet operation. Pre-assembled at factory. 

LEADING EDGE —20 gauge galvannealed rust-resistant roll- 
formed steel, providing maximum rigidity and strength. Extruded 
soft vinyl bumper strip is offset to intermesh for snug fit when 
doors are paired. Leading edge bumper provides maximum 
privacy, protects woodwork and plaster and cushions door slam. 

DOUBLE LEADING EDGE —Consists of lead edge assembly on 
both ends of doors for right and left hand opening or where 
series of doors are required. No jamb anchor flap. Optional 
equipment. 






































Clopay Magic-Fold bi-parting pair installation for a 
large opening—available for openings up to 1670" wide. 
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economical folding door for office and residential 
installations. Features: Standard weight vinyl 
cover, Insulcore® panel solid core construction, 
nylon glides, positive security latch. 


CONSTRUCTION —Double-ply com¬ 
mercial gauge virgin vinyl electronically 
heat sealed to form panel pockets. 
Panel inserts of moisture resistant In- 
sulcore® provide acoustical baffling and 
thermal insulation between rooms . . . 
assure lifetime rigidity and appearance. 
Shantung embossed cover is pre-pleated 
to assure permanent trim fold lines. 


HARDWARE —Each door equipped with a pair of high impact 
polystyrene handles ready to be attached to lead edge plus a 
manually operated positive security latch of 16 gauge chrome 
plated steel. Right hand latch packed with handle assembly for 
standard left hand doors. Right hand door furnished with left 
hand latch. Latch for back of door and extended “double door” 
latches for center opening installations provided if specified. 
Striker plate, necessary screws and set of instructions packed 
with each carton. Components such as double door latch must 
be specified if other than standard. 


size selector table 


Opening Width 

Number of Folds 

Panel Width 

Stack Back 

24 " 

5 

4 %" 

4 %* 

32 

6 

4>/ 4 

4 % 

36 

8 

4 Vi 

5”/, 4 

48 

10 

41/4 

6”/,4 

60 

14 

41/4 

8 % 

72 

17 

41/4 

10'/,4 

Always specify if dry wall or plaster finish open¬ 
ing, so proper length screws may be supplied. 


TRACK AND GLIDES —Molded nylon glides operate silently and 
effortlessly along “U” track of 22 gauge rust-resistant galvan- 
nealed steel, grey vinylized finish. No complicated mechanism, 
no parts to squeak or rust. 

COLOR SELECTION —Available in three attractive neutral 
colors: Parchment Ivory, Smoke Grey, Clay Beige. See page 5 
for reproduction of colors. 



optional accessories 



CORNICE Matching vinyl covered, decorative and acoustical 
cornice to conceal track, reduce sound transmission over top of 
door. 

DOUBLE LEADING EDGE— Consists of lead edge assembly on 
both ends of doors for right and left hand opening or where 
series of doors are required. No jamb anchor flap. 


Clopay Wal-dor installations provide 
economical folding door convenience. 
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specifications 


GENERAL —Clopay Wal-Dor folding doors as shown on plans 
shall be furnished by an authorized representative of Clopay 
Corporation, Cincinnati 14, Ohio. 

DETAILED Wal-Dor folding doors shall be accordion type, sus¬ 
pending from a track at the head, without floor guides. Doors 
shall be factory assembled and equipped with all necessary latch 
and installation hardware. 

Covering material shall be fabricated from virgin vinyl, 
formed into heat sealed pockets, which serve as hinging device. 
Inserts shall be fabricated of moisture resistant Insulcore® panels. 

Track shall be 22-gauge galvannealed steel. Hanger 
assemblies and bearings shall be all nylon construction designed 
for free quiet operation. 


Clopay offers a complete selection of folding doors to fit every archi¬ 
tectural space-saving requirement. J 

.. C| opay representatives are located in all principal cities in the 
United States and Canada. Inquiries are invited on folding closures 
of any size, shape, color, pattern. Bid opportunities welcomed For 
information, consult your local Clopay distributor or contact 


Clopay con^otudum, 

FOLDING DOOR DIVISION, Clopay Square, Cincinnati 14, Ohio 
Plants in Cincinnati, Detroit and Augusta, Kentucky 
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